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A rf–superconducting quantum interference device SQUID flux qubit that is robust against fabrication
variations in Josephson-junction critical currents and device inductance has been implemented. Measurements
of the persistent current and of the tunneling energy between the two lowest-lying states, both in the coherent
and incoherent regimes, are presented. These experimental results are shown to be in agreement with predic-
tions of a quantum-mechanical Hamiltonian whose parameters were independently calibrated, thus justifying
the identification of this device as a flux qubit. In addition, measurements of the flux and critical current noise
spectral densities are presented that indicate that these devices with Nb wiring are comparable to the best Al
wiring rf SQUIDs reported in the literature thus far, with a 1 / f flux noise spectral density at 1 Hz of
1.3−0.5
+0.7 0 /Hz. An explicit formula for converting the observed flux noise spectral density into a free-
induction-decay time for a flux qubit biased to its optimal point and operated in the energy eigenbasis is
presented.
DOI: 10.1103/PhysRevB.81.134510 PACS numbers: 85.25.Dq, 03.67.Lx
I. MOTIVATION
Experimental efforts to develop useful solid-state quan-
tum information processors have encountered a host of prac-
tical problems that have substantially limited progress. While
the desire to reduce noise in solid-state qubits appears to be
the key factor that drives much of the recent work in this
field, it must be acknowledged that there are formidable
challenges related to architecture, circuit density, fabrication
variation, calibration, and control that also deserve attention.
For example, a qubit that is inherently exponentially sensi-
tive to fabrication variations with no recourse for in situ cor-
rection holds little promise in any large-scale architecture,
even with the best of modern fabrication facilities. Likewise,
a qubit that requires an inordinate number of custom-tuned
time-dependent control signals to be launched onto the chip,
in order to correct for fabrication variations or to compensate
for unintended on-chip crosstalk, would also not be useful in
a large-scale processor. Thus, a qubit designed in the absence
of information concerning its ultimate use in a larger-scale
system may prove to be of little utility in the future. In what
follows, we present an experimental demonstration of a su-
perconducting flux qubit1 that has been specifically designed
to address several issues that pertain to the implementation
of a large-scale quantum information processor. While noise
is not the central focus of this paper, we nonetheless present
experimental evidence that, despite its physical size and rela-
tive complexity, the observed flux noise in this flux qubit is
comparable to the quietest such devices reported on in the
literature to date.
It has been well established that rf superconducting quan-
tum interference devices SQUIDs can be used as qubits
given an appropriate choice of device parameters. Such de-
vices can be operated as a flux-biased phase qubit using two
intrawell energy levels2 or as a flux qubit using any pair of
interwell levels.1 This paper will focus on an experimental
demonstration of a rf-SQUID flux qubit using the two
lowest-lying states. The design is shown to be robust in that
the undesirable effects from realistic levels of fabrication
variations can be readily compensated in situ. In addition, the
design is deemed to be scalable in two respects. First, the
signals needed to compensate for fabrication variations are
static flux biases, as opposed to custom-tuned time-
dependent flux biases. This is a significant advantage as the
qubit can then be controlled by static on-chip magnetic
memory devices that are programmed using a scalable con-
trol signal architecture based on single flux quantum SFQ
circuitry. Such a scheme makes economical use of what will
inevitably be a limited number of on-chip bias lines in any
practical processor. Second, the design allows one to com-
pensate for fabrication variations both within single qubits
and between multiple qubits, thus providing a means of ho-
mogenizing qubit parameters across a multiqubit device. It is
stressed that this latter issue is of critical importance in the
development of useful large-scale quantum information pro-
cessors that could potentially involve thousands of qubits.3
Note that in this regard, the ion-trap approach to building a
quantum information processor has a considerable advantage
in that the qubits are intrinsically identical, albeit the chal-
lenge is then to characterize and control the trapping poten-
tial with high fidelity.4 While our research group’s express
interest is in the development of a large-scale superconduct-
ing adiabatic quantum optimization AQO processor,5,6 it
should be noted that many of the practical problems con-
fronted herein are also of concern to those interested in
implementing gate model quantum computation GMQC
processors7 using superconducting technologies.
This paper is organized as follows. In Sec. II, a theoretical
argument is presented to justify the rf-SQUID design that has
been implemented. It is shown that this flux qubit design is
robust against fabrication variations in Josephson-junction
critical current. Second, it is argued why it is necessary to
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include a tunable inductance in the flux qubit body to ac-
count for both differences in inductance between qubits in a
multiqubit device and to compensate for changes in qubit
inductance during operation. Thereafter, the focus of the pa-
per shifts toward an experimental demonstration of the rf-
SQUID flux qubit. The architecture of the experimental de-
vice and its operation are discussed in Sec. III and then a
series of experiments to characterize the rf SQUID and to
highlight its control are presented in Sec. IV. Section V con-
tains measurements of properties that indicate that this more
complex rf SQUID is indeed a flux qubit. Flux and critical
current noise measurements and a formula for converting the
measured flux noise spectral density into a free-induction
Ramsey decay time are presented in Sec. VI. A summary of
key conclusions is provided in Sec. VII. Detailed calcula-
tions of multiple Josephson-junction rf-SQUID Hamiltonians
have been placed in Appendixes A and B.
II. RF-SQUID FLUX QUBIT DESIGN
The behavior of most superconducting devices is gov-
erned by three types of macroscopic parameters: the critical
currents of any Josephson junctions, the net capacitance
across the junctions, and the inductance of the superconduct-
ing wiring. The Hamiltonian for many of these devices can
generically be written as
H = 
i
 Qi2
2Ci
− EJi cosi + 
n
Un
n − n
x2
2
, 1
where Ci, EJi= Ii0 /2, and Ii denote the capacitance, Jo-
sephson energy, and critical current of Josephson junction i,
respectively. The terms in the first sum are readily recog-
nized as being the Hamiltonians of the individual junctions
for which the quantum-mechanical phase across the junction
i and the charge collected on the junction Qi obey the com-
mutation relation 0i /2 ,Qj= iij. The index n in the
second summation is over closed inductive loops. External
fluxes threading each closed loop, n
x, have been represented
as phases n
x 	2n
x /0. The quantum-mechanical phase
drop experienced by the superconducting condensate circu-
lating around any closed loop is denoted as n. The overall
potential-energy scale factor for each closed loop is given by
Un	0 /22 /Ln. Here, Ln can be either a geometric induc-
tance from wiring or Josephson inductance from large
junctions.8 Hamiltonian 1 will be used as the progenitor for
all device Hamiltonians that follow.
A. Compound-compound Josephson-junction structure
A sequence of rf-SQUID architectures is depicted in Fig.
1. The most primitive version of such a device is depicted in
Fig. 1a and more complex variants in Figs. 1b and 1c.
For the single-junction rf SQUID Fig. 1a, the phase
across the junction can be equated to the phase drop across
the body of the rf SQUID: 1=q. The Hamiltonian for this
device can then be written as
H =
Qq
2
2Cq
+ Vq , 2a
Vq = Uq
 q − qx22 −  cosq , 2b
 =
2LqIq
c
0
, 2c
with the qubit inductance Lq	Lbody, qubit capacitance Cq
	C1, and qubit critical current Iq
c 	 I1 in this particular case.
If this device has been designed such that 1 and is flux
biased such that q
x , then the potential energy Vq will
be bistable. With increasing  an appreciable potential-
energy barrier forms between the two local minima of Vq,
through which the two lowest-lying states of the rf SQUID
may couple via quantum tunneling. It is these two lowest-
lying states, which are separated from all other rf-SQUID
states by an energy of order of the rf-SQUID plasma energy
	p	 /LqCq, that form the basis of a qubit. One can write
an effective low-energy version of Hamiltonian 2a as9
Hq = −
1
2

z + qx , 3
where 
=2Iq
pq
x −0 /2, Iq
p is the magnitude of the per-
sistent current that flows about the inductive q loop when the
device is biased hard 
q to one side, and q represents
the tunneling energy between the otherwise degenerate coun-
tercirculating persistent current states at q
x =0 /2.
A depiction of the one-dimensional potential energy and
the two lowest-energy states of an rf SQUID at degeneracy
q
x =0 /2 for nominal device parameters is shown in Fig.
2. In this diagram, the ground and first-excited states are
denoted by g and e, respectively. These two energy levels
constitute the energy eigenbasis of a flux qubit. An alternate
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FIG. 1. Color online a A single-junction rf-SQUID qubit. b
CJJ rf-SQUID qubit. c CCJJ rf-SQUID qubit. Junction critical
currents Ii and junction phases i 1 i4 as noted. Net device
phases are denoted as , where   ,r ,q. External fluxes, n
x,
are represented as phases n
x 	2n
x /0, where n
 L ,R , cjj , ccjj ,q. Inductances of the rf-SQUID body, CJJ loop,
and CCJJ loop are denoted as Lbody, Lcjj, and Lccjj, respectively.
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representation of these states, which is frequently referred to
as either the flux or persistent current basis, can be formed by
taking the symmetric and antisymmetric combinations of the
energy eigenstates: ↓ = g+ e /2 and ↑ = g
− e /2, which yield two roughly Gaussian-shaped wave
functions that are centered about each of the wells shown in
Fig. 2. The magnitude of the persistent current used in Eq.
3 is then defined by Iq
p	↑ q−0 /2 /Lq↑ . The tun-
neling energy is given by q= eHqe− gHqg.
The aforementioned dual representation of the states of a
flux qubit allows two distinct modes of operation of the flux
qubit as a binary logical element with a logical basis defined
by the states 0 and 1. In the first mode, the logical basis is
mapped onto the energy eigenbasis: 0→ g and 1→ e.
This mode is useful for optimizing the coherence times of
flux qubits as the dispersion of Hamiltonian 3 is flat as a
function of q
x to first order for 
0, thus providing some
protection from the effects of low-frequency flux noise.10
However, this is not a convenient mode of operation for
implementing interactions between flux qubits.11,12 In the
second mode, the logical basis is mapped onto the persistent
current basis: 0→ ↓  and 1→ ↑ . This mode of opera-
tion facilitates the implementation of interqubit interactions
via inductive couplings, but does so at the expense of coher-
ence times. GMQC schemes exist that attempt to leverage
the benefits of both of the above modes of operation.13–15 On
the other hand, those interested in implementing AQO
strictly use the second mode of operation cited above. This,
very naturally, leads to some interesting properties. First and
foremost, in the coherent regime at 
=0, the ground state
maps onto g= 0+ 1 /2, which implies that it is a su-
perposition state with a fixed phase between components in
the logical basis. Second, the logical basis is not coincident
with the energy eigenbasis, except in the extreme limit

  /q1. As such, the qubit should not be viewed as an
otherwise free spin-12 in a magnetic field, rather it maps onto
an Ising spin subjected to a magnetic field with both a lon-
gitudinal Bz→
 and a transverse Bx→q component.16
In this case, it is the competition between 
 and q which
dictates the relative amplitudes of ↓  and ↑  in the ground-
state wave function g, thereby enabling logical operations
that make no explicit use of the excited state e. This latter
mode of operation of the flux qubit has connections to the
fields of quantum magnetism17 and optimization theory.18 In-
terestingly, systems of coupled flux qubits that are operated
in this mode bear considerable resemblance to Feynman’s
original vision of how to build a quantum computer.19
While much seminal work has been done on single junc-
tion and the related three-Josephson-junction rf-SQUID flux
qubit,20–31 it has been recognized that such devices would be
impractical in a large-scale quantum information processor
as their properties are exceptionally sensitive to fabrication
variations. In particular, in the regime EJ1	p, qexp
−	p /EJ1. Thus, it would be unrealistic to expect a large-
scale processor involving a multitude of such devices to
yield from even the best superconducting fabrication facility.
As such, these devices cannot be viewed as being robust.
Moreover, implementation of AQO requires the ability to
actively tune q from being the dominant energy scale in the
qubit to being essentially negligible during the course of a
computation. Thus the single-junction rf-SQUID flux qubit is
of limited practical utility and has passed out of favor as a
prototype qubit.
The next step in the evolution of the single-junction flux
qubit and related variants was the compound Josephson-
junction CJJ rf SQUID, as depicted in Fig. 1b. This de-
vice was first reported upon by Han et al.32 and was the first
type of flux qubit to display signatures of quantum superpo-
sition of macroscopic states.33 The CJJ rf SQUID has been
used by other research groups13,34,35 and a related four-
Josephson-junction device has been proposed.20,21 The CJJ
rf-SQUID flux qubit and related variants have reappeared in
a gradiometric configuration in more recent history.14,36,37
Here, the single junction of Fig. 1a has been replaced by a
flux biased dc SQUID of inductance Lcjj that allows one to
tune the critical current of the rf SQUID in situ. Let the
applied flux threading this structure be denoted by cjj
x . It is
shown in Appendix A that the Hamiltonian for this system
can be written as
H = 
n
 Qn2
2Cn
+ Un
n − n
x2
2
 − Uqeff cosq − q0 ,
4a
where the sum is over n q , cjj, Cq	C1+C2, 1 /Ccjj
	1 /C1+1 /C2, and Lq	Lbody+Lcjj /4. The two-dimensional
potential energy in Hamiltonian 4a is characterized by
eff = + coscjj2 1 + −+ tancjj/2
2
, 4b
q
0 	 2
q
0
0
= − arctan−
+
tancjj/2 , 4c
 	 2LqI1  I2/0. 4d
Note that if coscjj /20, then eff0 in Hamiltonian 4a.
This feature provides a natural means of shifting the qubit
degeneracy point from q
x =, as in the single-junction rf-
SQUID case, to q
x 0. It has been assumed in all that fol-
lows that this -shifted mode of operation of the CJJ rf
SQUID has been invoked.
−5 −2.5 0 2.5 5
0
5
10
15
20
25
(Φq −Φ0/2)/Lq (µA)
E
ne
rg
y/
h
(G
H
z)
|↑〉|↓〉
|g〉
|e〉
FIG. 2. Color online Depiction of the two lowest-lying states
of an rf SQUID at degeneracy 
=0 with nomenclature for the
energy basis g , e and flux basis ↓  , ↑  as indicated.
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Hamiltonian 4a is similar to that of a single-junction rf
SQUID, except that it has a cjj-dependent tunnel barrier
through eff, and an effective critical current Iq
c 	 I1+ I2. For
Lcjj /Lq1, it is reasonable to assume that cjj2cjj
x /0.
Consequently, the CJJ rf SQUID facilitates in situ tuning of
the tunneling energy through cjj
x . In this regard, the CJJ
rf-SQUID flux qubit can be viewed as being considerably
more robust that its single-junction progenitor as one can
tune the device to yield a useful tunneling energy. While this
is clearly desirable, one does pay for the additional flexibility
by adding more complexity to the rf-SQUID design and thus
more potential room for fabrication variations. The minimum
achievable barrier height is ultimately limited by any so-
called junction asymmetry which leads to finite −. In prac-
tice, for − /+= I1− I2 / I1+ I20.05, this effect is of little
concern. However, a more insidious effect of junction asym-
metry can be seen via the change of variables q−q
0→q in
Eq. 4a, namely, an apparent cjj
x -dependent flux offset:
q
x →qx −q0cjjx . If the purpose of the CJJ is to simply
allow the experimentalist to target a constant q, then the
presence of q
0cjj
x  can be readily compensated via the ap-
plication of a static flux offset. On the other hand, any mode
of operation that explicitly requires altering q during the
course of a quantum computation13–15,35,38,39 would also re-
quire active compensation for what amounts to a nonlinear
crosstalk from cjj
x to q
x. While it may be possible to ap-
proximate this effect as a linear crosstalk over a small range
of cjj
x if the junction asymmetry is small, one would none-
theless need to implement precise time-dependent flux bias
compensation to utilize the CJJ rf SQUID as a flux qubit in
any quantum computation scheme. Such precise custom-
tuned compensation is feasible in laboratory scale few-qubit
systems. However, this approach is by no means scalable to
very large quantum information processors as it would entail
one custom-tuned time-dependent compensation signal per
qubit, thus requiring an inordinate number of on-chip control
lines that must meet very tight ac crosstalk specifications and
a correspondingly large number of wire bonds to pass all of
the individual compensation signals to the chip.
A second problem with the CJJ rf-SQUID flux qubit is
that one cannot homogenize both of the flux qubit parameters
Iq
p and q between a multitude of such devices that possess
different  over a broad range of cjj
x . While one can ac-
complish this task to a limited degree in a perturbative man-
ner about carefully chosen CJJ biases for each qubit,40 the
equivalence of Iq
p and q between those qubits will be ap-
proximate at best. Therefore, the CJJ rf SQUID does not
provide a convenient means of accommodating fabrication
variations between multiple flux qubits and cannot be re-
garded as being scalable.
Given that the CJJ rf SQUID provides additional flexibil-
ity at a cost, it is by no means obvious that one can design a
better rf-SQUID flux qubit by adding even more junctions.
Specifically, it is desirable to have a device that builds upon
the robustness of the CJJ rf-SQUID flux qubit, but provides a
truly scalable device in two respects. First, the device must
facilitate the homogenization of both of the flux qubit param-
eters Iq
p and q between a multitude of such devices given
realistic levels of fabrication variations. Second, it is prefer-
able that the compensation signals that are invoked to ho-
mogenize Iq
p and q be purely time-independent fluxes. If
this latter condition has been met, then the compensation
signals can be generated using a form of on-chip magnetic
memory that is programmed via SFQ circuitry,41 as opposed
to routing multiple bias lines onto the chip to reach each
individual qubit. The SFQ-based approach to providing on-
chip control signals to flux and phase qubits has been dis-
cussed in the literature42,43 and is built upon established su-
perconducting technologies that are compatible with rf-
SQUID qubit fabrication methods. Furthermore, the SFQ-
based approach is viewed as a natural step in the
development of scalable superconducting quantum informa-
tion processors as it allows one to program a very large num-
ber of devices with a relatively small number of on-chip
control lines.
The rf-SQUID topology shown in Fig. 1c, hereafter re-
ferred to as the compound-compound Josephson-junction
CCJJ rf SQUID, satisfies all of the conditions cited above.
Here, each junction of the CJJ in Fig. 1b has been replaced
by a dc SQUID, which will be referred to as left L and
right R minor loops, and will be subjected to external flux
biases L
x and R
x , respectively. The role of the CJJ loop in
Fig. 1b is now played by the CCJJ loop of inductance Lccjj
which will be subjected to an external flux bias ccjj
x . It is
shown in Appendix B that if one chooses static values of L
x
and R
x such that the net critical currents of the minor loops
are equal, then it can be described by an effective two-
dimensional Hamiltonian of the form
H = 
n
 Qn2
2Cn
+ Un
n − n
x2
2
 − Uqeff cosq − q0 ,
5a
where the sum is over n q , ccjj, Cq	C1+C2+C3+C4,
1 /Cccjj	1 / C1+C2+1 / C3+C4, and Lq	Lbody+Lccjj /4.
The effective two-dimensional potential energy in Hamil-
tonian 5a is characterized by
eff = +L
x ,R
x cosccjj − ccjj0
2
 , 5b
where +L
x ,R
x =2LqIq
cL
x ,R
x  /0, with
Iq
cL
x ,R
x  	 I1 + I2cosLx
0
 + I3 + I4cosRx
0
 .
Given an appropriate choice of L
x and R
x , the q and CCJJ
loops will possess apparent flux offsets of the form
q
0 =
0q
0
2
=
L
0 + R
0
2
, 5c
ccjj
0 =
0ccjj
0
2
= L
0 − R
0 , 5d
where LR
0 is given by Eq. B3c, which is purely a function
of LR
x and junction critical currents. As such, the apparent
flux offsets are independent of ccjj
x . Under such conditions,
we deem the CCJJ to be balanced. Given that the intended
mode of operation is to hold L
x and R
x constant, then the
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offset phases L
0 and R
0 will also be constant. The result is
that Hamiltonian 5a for the CCJJ rf SQUID becomes ho-
mologous to that of an ideal CJJ rf SQUID −=0 in Eqs.
4b and 4c with apparent static flux offsets. Such static
offsets can readily be calibrated and compensated for in situ
using either analog control lines or on-chip programmable
flux sources.44 For typical device parameters and junction
variability on the order of a few percent, these offsets will be
1→10 m0. Equations 5a–5d with q0=ccjj0 =0 will
be referred to hereafter as the ideal CCJJ rf-SQUID model.
The second advantage of the CCJJ rf SQUID is that one
can readily accommodate for variations in critical current
between multiple flux qubits. Note that in Eq. 5b that the
maximum height of the tunnel barrier is governed by
+L
x ,R
x 	LL
x+RR
x , where LR is given by Eq.
B3b. One is free to choose any pair of L
x ,R
x  such that
LL
x=RR
x , as dictated by Eq. B6. Consequently, +
=2RR
x  in Eq. 5b. One can then choose R
x , which then
dictates L
x , so as to homogenize + between multiple flux
qubits. The result is a set of nominally uniform flux qubits
where the particular choice of L
x ,R
x  for each qubit
merely results in unique static flux offsets q
0 and ccjj
0 for
each device.
To summarize up to this point, the CCJJ rf SQUID is
robust against Josephson-junction fabrication variations both
within an individual rf SQUID and between a plurality of
such devices. The variations can be effectively tuned out
purely through the application of static flux biases, which is
of considerable advantage when envisioning the implemen-
tation of large-scale quantum information processors that use
flux qubits.
B. L tuner
The purpose of the CCJJ structure was to provide a means
of coming to terms with fabrication variations in Josephson
junctions both within individual flux qubits and between sets
of such devices. However, junctions are not the only key
parameter that may vary between devices or are fabrication
variations responsible for all of the potential variation. In
particular, it has been experimentally demonstrated that the
inductance of a qubit Lq that is connected to other qubits via
tunable mutual inductances is a function of the coupler
configuration.45 Let the bare inductance of the qubit in the
presence of no couplers be represented by Lq
0 and the mutual
inductance between the qubit and coupler i be represented by
Mco,i. If the coupler possesses a first-order susceptibility i,
as defined in Ref. 45, then the net inductance of the qubit can
be expressed as
Lq = Lq
0 − 
i
Mco,i
2 i. 6
Given that qubit properties such as q can be exponentially
sensitive to variations in Lq, then it is undesirable to have
variations in Lq between multiple flux qubits or to have Lq
change during operation. This could have a deleterious im-
pact upon AQO in which it is typically assumed that all
qubits are identical and they are intended to be annealed in
unison.5 From the perspective of GMQC, one could very
well attempt to compensate for such effects in a CJJ or CCJJ
rf-SQUID flux qubit by adjusting the tunnel barrier height to
hold q constant, but doing so alters Iq
p, which then alters
the coupling of the qubit to radiative sources, thus demand-
ing further compensation. Consequently, it also makes sense
from the perspective of GMQC that one finds a means of
rendering Lq uniform between multiple qubits and insensitive
to the settings of inductive coupling elements.
In order to compensate for variations in Lq, we have in-
serted a tunable Josephson inductance8 into the CCJJ rf-
SQUID body, as depicted in Fig. 3. We refer to this element
as an inductance L tuner. This relatively simple element
comprises a dc SQUID whose critical current vastly exceeds
that of the CCJJ structure, thus ensuring negligible phase
drop across the L tuner. Assuming that the inductance of the
L-tuner wiring is negligible, the L tuner modifies Eq. 6 in
the following manner:
Lq = Lq
0 − 
i
Mco,i
2 i +
LJ0
cosLT
x /0
, 7
where LJ0	0 /2ILT
c , ILT
c is the net critical current of the
two junctions in the L tuner, and LT
x is an externally applied
flux bias threading the L-tuner loop. For modest flux biases
such that ILT
c cosLT
x /0 Iq
c, Eq. 7 is a reliable model
of the physics of the L tuner.
Given that the L tuner is only capable of augmenting Lq,
one can only choose to target LqLq
0−iMco,i
2 i
AFM+LJ0,
where i
AFM is the maximum antiferromagnetic AFM sus-
ceptibility of interqubit coupler i. In practice, we choose to
restrict operation of the couplers to the range −i
AFMi
i
AFM such that the maximum qubit inductance that will be
encountered is Lq=Lq
0+iMco,i
2 i
AFM+LJ0. We then choose to
prebias LT
x for each qubit to match the maximum realized
Lq	Lq
max among a set of flux qubits. Thereafter, one can hold
Lq=Lq
max as couplers are adjusted by inverting Eq. 7 to
solve for an appropriate value of LT
x . Thus, the L tuner
provides a ready means of compensating for small variations
in Lq between flux qubits and to hold Lq constant as induc-
tive interqubit coupling elements are adjusted.
III. DEVICE ARCHITECTURE, FABRICATION, AND
READOUT OPERATION
To test the CCJJ rf-SQUID flux qubit, we fabricated a
circuit containing 8 such devices with pairwise interactions
χ
1
χ
n
ΦLT
x
Mco,1 Mco,n
FIG. 3. Color online CCJJ rf SQUID with L tuner connected to
multiple tunable inductive couplers via transformers with mutual
inductances Mco,i and possessing susceptibilities i. The L tuner is
controlled via the external flux bias LT
x
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mediated by a network of 16 in situ tunable CJJ rf-SQUID
interqubit couplers.45 Each qubit was also coupled to its own
dedicated quantum flux parametron QFP-enabled readout.46
A high-level schematic of the device architecture is shown in
Fig. 4a. External flux biases were provided to target de-
vices using a sparse combination of analog current bias lines
to facilitate device calibration and local on-chip sources that
we refer to as programmable magnetic memory PMM.
These local flux sources consisted of storage inductors that
could hold an integer number of flux quanta that were pro-
grammed by a SFQ demultiplexer circuit. By inductively
coupling the storage loops to their target devices, we were
able to implement on-chip digital-to-analog converters for
applying flux biases. The PMM has been described in detail
in Ref. 44. Note that the extrema of the CCJJ rf-SQUID
qubits in Fig. 4a are coincident with portions of open-
circuited interqubit couplers. These latter elements, hereafter
referred to as external couplers, allow this eight-qubit unit
cell to be tiled on a square grid to create larger arrays of
coupled qubits. Tiling the unit cell to the left, right, top, and
bottom closes the metal loops forming the external couplers
that mediate interqubit coupling between qubits in different
unit cells. In such a scenario, any qubit that is not at the
periphery of an array will be coupled to six other qubits,
while those on the periphery will be connected to five other
qubits. This tiling has been explicitly depicted and is dis-
cussed further in Ref. 44.
The processor was fabricated from an oxidized Si wafer
with Nb /Al /Al2O3 /Nb trilayer junctions and four Nb wiring
layers separated by planarized plasma enhanced chemical va-
por deposited SiO2. A scanning electron micrograph of the
process cross section is shown in Fig. 4b. The Nb metal
layers have been labeled as BASE, WIRA, WIRB, and
WIRC. The flux qubit wiring was primarily located in WIRB
and consisted of 2-m-wide leads arranged as an approxi-
mately 900-m-long differential microstrip located 200 nm
above a ground plane in WIRA. CJJ rf-SQUID coupler wir-
ing was primarily located in WIRC, stacked on top of the
qubit wiring to provide inductive coupling. PMM flux stor-
age loops were implemented as stacked spirals of 13–20
turns of 0.25-m-wide wiring with 0.25-m separation in
BASE and WIRA WIRB. Stored flux was picked up by
one-turn washers in WIRB WIRA and fed into transform-
ers for flux-biasing devices. External control lines were lo-
cated in BASE and WIRA. All of these control elements
resided below a ground plane in WIRC. The ground plane
under the qubits and over both the PMM and external control
lines were electrically connected using extended vias in
WIRB so as to form a nearly continuous superconducting
shield between the analog devices on top and the bias cir-
cuitry below. To provide biases to target devices with mini-
mal parasitic crosstalk, transformers for biasing qubits, cou-
plers, QFPs, and dc SQUIDs using bias lines and/or PMM
elements were enclosed in superconducting boxes with
BASE and WIRC forming the top and bottom, respectively,
and vertical walls formed by extended vias in WIRA and
WIRB. Minimal-sized openings were placed in the vertical
walls through which the vias and target device wiring passed
at opposing ends of each box.
An optical image of a portion of a device completed up to
WIRB is shown in Fig. 4c. Qubits are visible as elongated
objects, WIRB PMM spirals are visible as dark rectangles,
and WIRB washers are visible as light rectangles with slits.
The particular chip used in this study had a total of 72 pairs
of differentially driven external biases to control the coupled
eight-qubit system and a variety of on-chip diagnostic tools.
For reference, we have also fabricated and are currently test-
ing a coupled 128-qubit system that uses a total of only 84
pairs of differentially driven external biases. Much of the
inherent scalability of this particular adiabatic quantum in-
formation processor design is due to the extensive use of
PMM.
We have studied the properties of all eight CCJJ rf-
SQUID flux qubits on this chip in detail and report upon one
such device herein. The performance of the collective eight-
q0 q1 q2 q3
q4
q5
q6
q7
RO
CCJJ
LT
ICO
XCO
XCO
q0 q1 q2 q3
q4
100 µm
(b)
(a)
(c)
500 nm
SiO2 SiO2
WIRA
WIRB
WIRC
VIA
RESIBASE AlOx/Al
FIG. 4. Color online a Schematic of the analog components
of the test device. Qubits light gray are denoted as q0 . . .q7. One
readout RO, CCJJ, and L tuner LT each have been indicated in
dashed boxes. Internal couplers ICO, black mediate couplings be-
tween qubits within this eight-qubit unit cell. External couplers
XCO, red are used to couple qubits in different unit cells in larger
arrays. b SEM of a cross section of the fabrication profile. Metal
layers denoted as BASE, WIRA, WIRB, and WIRC. Insulating lay-
ers labeled as SiO2. An example via VIA, Josephson junction
AlOx /Al, and resistor RESI are indicated. c Optical image of a
portion of a device completed up to the patterning of WIRB. Por-
tions of qubits q0 . . .q3 and the entirety of q4 are visible, as well as
much of the external bias wiring and several PMM elements.
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qubit system will be the topic of a separate publication. To
clearly establish the lingua franca of our work, we have
depicted a portion of the multiqubit circuit in Fig. 5a. Ca-
nonical representations of the external flux biases needed to
operate a qubit, a coupler, and a QFP-enabled readout are
labeled on the diagram. The fluxes L
x , R
x , LT
x , and co
x
were only ever subjected to dc levels in our experiments that
were controlled by PMM. The remaining fluxes and readout
current biases were driven by a custom-built 128-channel
room-temperature current source. The mutual inductances
between qubit and QFP Mq−qfp, between QFP and dc
SQUID Mqfp−ro, qubit and coupler Mco,i, and
co
x -dependent interqubit mutual inductance Meff have also
been indicated. Further details concerning cryogenics, mag-
netic shielding, and signal filtering have been discussed in
previous publications.44–47 We have calibrated the relevant
mutual inductances between devices in situ and have at-
tempted to measure a significant portion of the parasitic cross
couplings between bias controls both analog lines and PMM
elements into unintended devices. These cross couplings
were typically below our measurement threshold 0.1 fH
while designed mutual inductances between bias controls
and intended devices were typically O1 pH. Much of the 4
orders in magnitude separation between intended versus un-
intended mutual inductances can be attributed to the exten-
sive use of ground planes and the encapsulation of trans-
formers described above. Such careful shielding is critical
for producing high-density and scalable superconducting de-
vice architectures.
Since much of what follows depends on a clear under-
standing of our QFP-enabled readout mechanism, we present
a brief review of its operation herein. The flux and readout
current wave form sequence involved in a single-shot read-
out is depicted in Fig. 5b. Much like the CJJ qubit,47 the
QFP can be adiabatically annealed from a state with a
monostable potential latch
x =−0 /2 to a state with a
bistable potential latch
x =−0 that supports two countercir-
culating persistent current states. The matter of which persis-
tent current state prevails at the end of an annealing cycle
depends on the sum of qfp
x and any signal from the qubit
mediated via Mq−qfp. The state of the QFP is then determined
with high fidelity using a synchronized flux pulse and current
bias ramp applied to the dc SQUID. The readout process was
typically completed within a repetition time trep50 s.
An example trace of the population of one of the QFP
persistent current states Pqfp versus qfp
x , obtained using the
latching sequence depicted in Fig. 5b, is shown in Fig. 5c.
This trace was obtained with the qubit potential held
monostable ccjj
x =−0 /2 such that it presented minimal
flux to the QFP and would therefore not influence Pqfp. The
data have been fit to the phenomenological form
Pqfp =
1
2
1 − tanhqfpx − qfp0
w
 , 8
with width w0.18 m0 for the trace shown therein. When
biased with constant qfp
x =qfp
0 , which we refer to as the
QFP degeneracy point, this transition in the population sta-
tistics can be used as a highly nonlinear flux amplifier for
sensing the state of the qubit. Given that Mq−qfp
=6.280.01 pH for the devices reported upon herein and
that typical qubit persistent currents in the presence of neg-
ligible tunneling Iq
p1 A, then the net flux presented by a
qubit was 2Mq−qfpIq
p6 m0, which far exceeded w. By
this means, one can achieve the very high qubit state readout
fidelity reported in Ref. 46. On the other hand, the QFP can
be used as a linearized flux sensor by engaging qfp
x in a
feedback loop and actively tracking qfp
0 . This latter mode of
operation has been used extensively in obtaining many of the
results presented herein.
IV. CCJJ RF-SQUID CHARACTERIZATION
The purpose of this section is to present measurements
that characterize the CCJJ, L tuner, and capacitance of a
CCJJ rf SQUID. All measurements shown herein have been
made with a set of standard bias conditions given by L
x
=98.4 m0, R
x =−89.3 m0, LT
x =0.344 0, and all in-
terqubit couplers tuned to provide Meff=0, unless indicated
otherwise. The logic behind this particular choice of bias
conditions will be explained in what follows. This section
will begin with a description of the experimental methods for
extracting Lq and Iq
c from persistent current measurements.
Thereafter, data that demonstrate the performance of the
CCJJ and L tuner will be presented. Finally, this section will
conclude with the determination of Cq from macroscopic
resonant tunneling data.
0
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-Φ0/2
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Φro(t)
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FIG. 5. Color online a Schematic representation of a portion
of the circuit reported upon herein. Canonical representations of all
externally controlled flux biases 
x , readout current bias iro, and
key mutual inductances M are indicated. b Depiction of latching
readout wave form sequence. c Example QFP state population
measurement as a function of the dc level qfp
x with no qubit signal.
Data have been fit to Eq. 8.
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A. High-precision persistent current measurements
The most direct means of obtaining information regarding
a CCJJ rf SQUID is to measure the persistent current Iq
p as
a function of ccjj
x . A reasonable first approach to measuring
this quantity would be to sequentially prepare the qubit in
one of its persistent current states and then the other and use
the QFP in feedback mode to measure the difference in flux
sensed by the QFP, which equals 2Mq−qfpIq
p. A fundamental
problem with this approach is that it is sensitive to low-
frequency LF flux noise,48 which can alter the background
flux experienced by the QFP between the sequential mea-
surements. For a typical measurement with our apparatus,
the act of locating a single QFP degeneracy point to within
20 0 takes on the order of 1 s, which means that two
sequential measurements would only be immune to flux
noise below 0.5 Hz. We have devised a LF flux noise rejec-
tion scheme that takes advantage of the fact that such noise
will generate a correlated shift in the apparent degeneracy
points if the sequential preparations of the qubit can be in-
terleaved with single-shot measurements that are performed
in rapid succession. If these measurements are performed
with repetition time trep1 ms, then the measurements will
be immune to flux noise below 1 kHz.
A depiction of the LF flux noise rejecting persistent cur-
rent measurement sequence is shown in Fig. 6a. The wave
forms comprise two concatenated blocks of sequential an-
nealing of the qubit to a target ccjj
x in the presence of an
alternating polarizing flux bias q
i followed by latching
and single-shot readout of the QFP. The QFP flux bias is
engaged in a differential feedback mode in which it is pulsed
in alternating directions by an amount m about a mean
level m. The two single-shot measurements yield binary
results for the QFP state and the difference between the two
binary results is recorded. Gathering a statistically large
number of such differential measurements then yields a dif-
ferential population measurement Pqfp. Conceptually, the
measurement works in the manner depicted in Fig. 6b: the
two different initializations of the qubit move the QFP de-
generacy point to some unknown levels m
0 m
0 , where
m
0 represents the true mean of the degeneracy points at any
given instant in time and 2m
0 is the true difference in de-
generacy points that is independent of time. Focusing on flux
biases that are close to the degeneracy point, one can linear-
ize Eq. 8
Pqfp, 
1
2
−
1
2w
qfp
x − m
0  m
0  . 9
Assuming that the rms LF flux noise nw and that one has
reasonable initial guesses for m
0 m
0 , then the use of the
linear approximation should be justified. Applying qfp
x
=mm and sufficient repetitions of the wave form pat-
tern shown in Fig. 6a, the differential population will then
be of the form
Pqfp = Pqfp,+ − Pqfp,− =
1
w
− m + m
0  , 10
which is independent of m and m
0 . Note that the above
expression contains only two independent variables, w and
m
0 , and that Pqfp is purely a linear function of m. By
sampling at three values of m, as depicted by the pairs of
numbered points in Fig. 6b, the independent variables in
Eq. 10 will be overconstrained, thus readily yielding m
0 .
One can then infer the qubit persistent current as follows:
Iq
p =
2m
0
2Mq−qfp
=
m
0
Mq−qfp
. 11
Example measurements of Iq
pccjj
x  are shown in Fig. 7.
These data, for which 1.5 eff2.5, have been fit to the
ideal CCJJ rf-SQUID model by finding the value of q
	q
min for which the potential in Eq. 5a is minimized
Iq
p =
0
2
q
min − q
x
Lq
. 12
The best fit shown in Fig. 7 was obtained with Lq
=265.41.0 pH, Lccjj=261 pH, and Iq
c
=3.1030.003 A. For comparison, we had estimated Lq
=273 pH at the standard bias condition for LT
x and Lccjj
=20 pH from design.
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FIG. 6. Color online a Low-frequency flux noise rejecting
qubit persistent current measurement sequence. Wave forms shown
are appropriate for measuring Iq
pccjj
x  for −0ccjj
x 0. The
ccjj
x wave form can be offset by integer 0 to measure the periodic
behavior of this quantity. Typical repetition time is trep1 ms. b
Depiction of QFP transition and correlated changes in QFP popula-
tion statistics for the two different qubit initializations.
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In practice, we have found that the LF flux noise rejecting
method of measuring Iq
p effectively eliminates any observ-
able 1 / f component in that measurement’s noise spectral
density to within statistical error. Finally, it should be noted
that the LF flux noise rejecting method is applicable to any
measurement of a difference in flux sensed by a linearized
detector. In what follows herein, we have made liberal use of
this technique to calibrate a variety of quantities in situ using
both QFPs and other qubits as flux detectors.
B. CCJJ
In this section, the CCJJ has been characterized as a func-
tion of L
x and R
x with all other static flux biases set to the
standard bias condition cited above. Referring to Eq. B4c,
it can be seen that the qubit degeneracy point q
0 is a func-
tion of ccjj
x through 0 if the CCJJ has not been balanced. To
accentuate this functional dependence, one can anneal the
CCJJ rf SQUID with ccjj
x wave forms of opposing polarity
about a minimum in eff, as found at ccjj
x =−0 /2. The
expectation is that the apparent qubit degeneracy points will
be antisymmetric about the mean given by setting 0=0 in
Eq. B4c. The wave form sequence for performing a differ-
ential qubit degeneracy point measurement is depicted in
Fig. 8. In this case, the QFP is used as a latching readout and
the qubit acts as the linearized detector of its own apparent
annealing polarization-dependent flux offset. As with the Iq
p
measurement described above, this LF flux noise rejecting
procedure returns a difference in apparent flux sensed by the
qubit and not the absolute flux offsets. To find balanced pairs
of L
x ,R
x  in practice, we set R
x to a constant and used the
LF flux noise rejecting procedure inside a software feedback
loop that controlled L
x to null the difference in apparent
degeneracy point to a precision of 20 0. Balanced pairs
of L
x ,R
x  are plotted in Fig. 9a. These data have been fit
to Eq. B6 using R,+ /L,+ as a free parameter. The best fit
shown in Fig. 9a was obtained with 1−R,+ /L,+
= 4.10.310−3, which then indicates an approximately
0.4% asymmetry between the pairs of junctions in the L and
R loops.
A demonstration of how the CCJJ facilitates tuning of Iq
c
is shown in Fig. 9b. Here, the measurable consequence of
altering Iq
c that was recorded was a change in Iq
p at ccjj
x =
−0. These data have been fit to the ideal CCJJ rf-SQUID
model with the substitution
Iq
cR
x ,L
x = Ic
0 cosRx
0
 13
and using the values of Lccjj and Lq obtained from fitting the
data in Fig. 7, but treating Ic
0 as a free parameter. Here, L
x on
the left side of Eq. 13 is a function of R
x per the CCJJ
balancing condition Eq. B6. The best fit was obtained with
Ic
0=3.250.01 A. This latter quantity agrees well with the
designed critical current of four 0.6 m diameter junctions
in parallel of 3.56 A. Thus, it is possible to target a desired
Iq
c by using Eq. 13 to select R
x and then Eq. B6 to select
L
x . The standard bias conditions for L
x and R
x quoted pre-
viously were chosen so as to homogenize Iq
c among the eight
CCJJ rf SQUIDs on this particular chip.
C. L tuner
To characterize the L tuner, we once again turned to mea-
surements of Iq
pccjj
x =−0, but this time as a function of
LT
x . Persistent current results were then used to infer Lq
=LqLT
x −LqLT
x =0 using the ideal CCJJ rf-SQUID
model with Lccjj and Iq
c held constant and treating Lq as a free
parameter. The experimental results are plotted in Fig. 10a
and have been fit to
Lq =
LJ0
cosLT
x /0
, 14
and the best fit was obtained with LJ0=19.600.04 pH.
Modeling this latter parameter as LJ0=0 /2ILT
c , we esti-
mate ILT
c =16.790.04 A, which is close to the design
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FIG. 7. Color online Example measurements of Iq
pccjj
x 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FIG. 8. Color online Schematic of low-frequency noise reject-
ing differential qubit degeneracy point measurement sequence. The
qubit is annealed with a ccjj
x signal of opposing polarity in the two
frames and the qubit flux bias is controlled via feedback.
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value of 16.94 A. The standard bias condition for LT
x was
chosen so as to homogenize Lq among the eight CCJJ rf-
SQUID flux qubits on this chip and to provide adequate bi-
polar range to accommodate interqubit coupler operation.
To demonstrate the use of the L tuner, we have probed a
worst-case scenario in which four CJJ rf-SQUID couplers
connected to the CCJJ rf SQUID in question are tuned in
unison. Each of the couplers had been independently cali-
brated per the procedures described in Ref. 45, from which
we obtained Mco,i15.8 pH and ico
x  i 1,2 ,3 ,4.
Each of these devices provided a maximum AFM interqubit
mutual inductance MAFM=Mco,i
2 AFM1.56 pH, from which
one can estimate AFM6.3 nH−1. Measurements of Iq
p
with and without active L-tuner compensation as a function
of coupler bias co
x , as applied to all four couplers simulta-
neously, are presented in Fig. 10b. The predictions from the
ideal CCJJ rf-SQUID model, obtained by using Lq
=265.4 pH with compensation and Lq obtained from Eq.
6 without compensation, are also shown. Note that the
two data sets and predictions all agree to within experimental
error at co
x =0.5 0, which corresponds to the all zero cou-
pling state Meff=0. The experimental results obtained with-
out L-tuner compensation agree reasonably well with the
predicted co
x dependence. As compared to the case without
compensation, it can be seen that the measured Iq
p shows
considerably less co
x dependence when L-tuner compensa-
tion is provided. However, the data suggest a small system-
atic deviation from the inductance models Eqs. 6 and 7.
At ccjj
x =−0, for which it is estimated that eff2.43, Iq
p
1 /Lq. Given that the data for the case without compensa-
tion are below the model for co
x /00.5, then it appears
that we have slightly underestimated the change in Lq. Con-
sequently, we have provided insufficient ballast inductance
when the L-tuner compensation was activated.
D. rf-SQUID capacitance
Since Iq
c and Lq directly impact the CCJJ rf-SQUID po-
tential in Hamiltonian 5a, it was possible to infer CCJJ and
L-tuner properties from measurements of the ground state
persistent current. In contrast, the rf-SQUID capacitance Cq
appears in the kinetic term in Hamiltonian 5a. Conse-
quently, one must turn to alternate experimental methods that
invoke excitations of the CCJJ rf SQUID in order to charac-
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FIG. 9. Color online a Minor lobe balancing data and fit to
Eq. B6. The standard bias conditions for L
x and R
x are indicated
by dashed lines. b Iq
pccjj
x =−0 vs R
x , where L
x has been
chosen using Eq. B6. Data have been fit to the ideal CCJJ rf-
SQUID model. The standard bias condition for R
x and the resultant
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−0.4 −0.2 0 0.2 0.4
0
4
8
12
16
ΦxLT /Φ0
δL
q
(p
H
)
Data
Fit
0 0.1 0.2 0.3 0.4 0.5 0.6
2.58
2.6
2.62
2.64
2.66
2.68
Φxco/Φ0
∣ ∣
I
p q
∣ ∣
(µ
A
)
Compensation Off, Data
Compensation On, Data
Compensation Off, Predicted
Compensation On, Predicted
(b)
(a)
FIG. 10. Color online a L-tuner calibration and fit to Eq.
14. The standard bias condition for LT
x and the resultant Lq are
indicated by dashed lines. b Observed change in maximum qubit
persistent current with and without active L—tuner compensation
and predictions for both cases.
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terize Cq. One such method is to probe macroscopic resonant
tunneling MRT between the lowest-lying state in one well
into either the lowest-order LO, n=0 state or into a higher-
order HO, n0 state in the opposing well of the rf-SQUID
double-well potential.36 The spacing of successive HOMRT
peaks as a function of rf-SQUID flux bias q
x will be par-
ticularly sensitive to Cq. HOMRT has been observed in many
different rf SQUIDs and is a well-established quantum-
mechanical phenomenon.36,49,50 LOMRT proved to be more
difficult to observe in practice and was only reported upon
relatively recently in the literature.47 We refer the reader to
this latter reference for the experimental method for measur-
ing MRT rates.
Measurements of the initial decay rate 	dP↓ /dt t=0 ver-
sus q
x are shown in Fig. 11a with the order of the target
level n as indicated. The maximum observable  was im-
posed by the bandwidth of the apparatus, which was
5 MHz. The minimum observable  was dictated by ex-
perimental run time constraints. In order to observe many
HO resonant peaks within our experimental bandwidth, we
have successively raised the tunnel barrier height in roughly
equal intervals by tuning the target ccjj
x . The result is a cas-
cade of resonant peaks atop a monotonic background.
The authors of Ref. 49 attempted to fit their HOMRT data
to a sum of Gaussian-broadened Lorentzian peaks. It was
found that they could obtain satisfactory fits within the vi-
cinity of the tops of the resonant features but that the model
was unable to correctly describe the valleys between peaks.
We had reached the same conclusion with the very same
model as applied to our data. However, it was empirically
observed that we could obtain excellent fits to all of the data
by using a model composed of a sum of purely Gaussian
peaks plus a background that varies exponentially with q
x,
q
x

= 
n

8
n
2
Wn
e−
 − 
p
n2/2Wn
2
+ bkgde
q
x/bkgd,
15
where 
	2Iq
pq
x −q
0. These fits are shown in Fig. 11a.
A summary of the Gaussian width parameter Wn in Fig. 11b
is shown solely for informational purposes. We will refrain
from speculating why there is no trace of Lorentzian line
shapes or on the origins of the exponential background
herein, but rather defer a detailed examination of HOMRT to
a future publication.
For the purposes of this paper, the key results to take from
the fits shown in Fig. 11a are the positions of the resonant
peaks, as plotted in Fig. 11c. These results indicate that the
peak spacing is very uniform: MRT=1.550.01 m0.
One can compare MRT to the predictions of the ideal CCJJ
rf-SQUID model using the previously calibrated Lq
=265.4 pH, Lccjj=26 pH, and Iq
c =3.103 A, with Cq
treated as a free parameter. From such a comparison, we
estimate Cq=1902 fF.
The relatively large value of Cq quoted above can be rec-
onciled with the CCJJ rf-SQUID design by noting that, un-
like other rf-SQUID flux qubits reported upon in the litera-
ture, our qubit body resides proximate to a superconducting
ground plane so as to minimize crosstalk. In this case, the
qubit wiring can be viewed as a differential transmission line
of length  /2900 m, where  is the total length of qubit
wiring, with the effective Josephson junction and a short on
opposing ends. The transmission line will present an imped-
ance of the form Z	=−jZ0 tanh	 /2 to the effective
Josephson junction, with the phase velocity 	1 /L0C0 de-
fined by the differential inductance per unit length L0
0.26 pH /m and capacitance per unit length C0
0.18 fF /m, as estimated from design. If the separation
between differential leads is greater than the distance to the
ground plane, then  /2LbodyCbody /4, where Cbody
640 fF is the total capacitance of the qubit wiring to
ground. Thus, one can model the high-frequency behavior of
the shorted differential transmission line as an inductance
Lbody and a capacitance Cbody /4 connected in parallel with
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FIG. 11. Color online a HOMRT peaks fitted to Eq. 15.
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the CCJJ. Taking a reasonable estimated value of
40 fF /m2 for the capacitance per unit area of a Josephson
junction, one can estimate the total capacitance of four
0.6 m diameter junctions in parallel to be CJ45 fF. Thus
we estimate Cq=CJ+Cbody /4205 fF, which is in reason-
able agreement with the best fit value of Cq quoted above.
With all of the controls of the CCJJ rf SQUID having
been demonstrated, we reach the first key conclusion of this
paper: the CCJJ rf SQUID is a robust device in that paramet-
ric variations, both within an individual device and between
a multitude of such devices, can be accounted for using
purely static flux biases. These biases have been applied to
all eight CCJJ rf SQUIDs on this particular chip using a truly
scalable architecture involving on-chip flux sources that are
programmed by only a small number of address lines.44
V. QUBIT PROPERTIES
The purpose of the CCJJ rf SQUID is to provide an as
ideal as possible flux qubit.1 By this statement, it is meant
that the physics of the two lowest-lying states of the device
can be described by an effective Hamiltonian of the form Eq.
3 with 
=2Iq
pq
x −q
0, Iq
p being the magnitude of the
persistent current that flows about the inductive loop when
the device is biased hard to one side, q
0 being a static flux
offset, and q representing the tunneling energy between the
lowest-lying states when biased at its degeneracy point q
x
=q
0. Thus, Iq
p and q are the defining properties of a flux
qubit, regardless of its topology.9 Given the complexity of a
six-junction device with five closed superconducting loops, it
is quite justifiable to question whether the CCJJ rf SQUID
constitutes a qubit. These concerns will be directly addressed
herein by demonstrating that measured Iq
p and q agree with
the predictions of the quantum-mechanical Hamiltonian 5a
given independently calibrated values of Lq, Lccjj, Iq
c, and Cq.
Before proceeding, it is worth providing some context
with regards to the choice of experimental protocols that
have been described below. To be explicit, a qubit is defined
as a quantum-mechanical two-level system described by
Hamiltonian 3 into which binary information is encoded.
This definition does not imply any particular experimental
method by which the qubit must be studied. For those re-
searchers attempting to implement superconducting hard-
ware that is amenable to GMQC in which the logical basis is
encoded into the energy eigenbasis of the qubit, experiments
that involve resonant pulses to drive excitations in the qubit
such as Rabi oscillations,22 Ramsey fringes,22,30 and spin
echo22,30,31 are the natural modality for studying qubits.
Such experiments are convenient in this case as the methods
can be viewed as basic gate operations and the infrastructure
is presumably similar to what one may use to implement
such a gate model quantum computer. However, such meth-
ods are not the exclusive means of characterizing qubits. For
those whose interests lie in developing hardware for AQO or
forms of GMQC that likewise encode the logical basis into
the flux basis, it is far more convenient to have a set of tools
for characterizing quantum-mechanical properties that re-
quire only low bandwidth bias controls. Such methods, some
appropriate in the coherent regime51,52 and others in the in-
coherent regime,36,47,53 have been reported in the literature.
We have made use of such low-frequency methods as our
apparatuses typically possess 128 low bandwidth bias lines
to facilitate the adiabatic manipulation of a large number of
devices.
One possible means of probing quantum-mechanical tun-
neling between the two lowest-lying states of a CCJJ rf
SQUID is via MRT.47 Example LOMRT decay rate data are
shown in Fig. 12a. We show results for both initializations,
↓  and ↑ , and fits to Gaussian peaks, as detailed in Ref. 47
q
x

=
8
q
2
W
e−
 − 
p
2/2W2. 16
A summary of the fit parameters 
p and W versus ccjj
x is
shown in Fig. 12b. We also provide estimates of the device
temperature using the formula
kBTMRT =
W2
2
p
. 17
As expected, TMRT shows no discernible ccjj
x dependence
and is scattered about a mean value of 532 mK. A sum-
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FIG. 12. Color online a Example LOMRT peaks fitted to Eq.
16. Data shown are for ccjj
x /0=−0.6621, −0.6642, and −0.6663,
from top to bottom, respectively. Data from the qubit initialized in
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mary of q versus ccjj
x will be shown in conjunction with
more experimental results at the end of this section. For fur-
ther details concerning LOMRT, the reader is directed to Ref.
47.
A second possible means of probing q is via a Landau-
Zener LZ experiment.53 In principle, this method should be
applicable in both the coherent and incoherent regimes. In
practice, we have found it only possible to probe the device
to modestly larger q than we can reach via LOMRT purely
due to the low bandwidth of our bias lines. Results from such
experiments on the CCJJ rf-SQUID flux qubit will be sum-
marized at the end of this section. We see no fundamental
limitation that would prevent others with higher bandwidth
apparatuses to explore the physics of the CJJ or CCJJ flux
qubit at the crossover between the coherent and incoherent
regimes using the Landau-Zener method.
In order to probe the qubit tunnel splitting in the coherent
regime using low bandwidth bias lines, we have developed
an experimental procedure for sensing the expectation value
of the qubit persistent current, similar in spirit to other tech-
niques already reported in the literature.51 An unfortunate
consequence of the choice of design parameters for our high-
fidelity QFP-enabled readout scheme is that the QFP is rela-
tively strongly coupled to the qubit, thus limiting its utility as
a detector when the qubit tunnel barrier is suppressed. One
can circumvent this problem within our device architecture
by tuning an interqubit coupler to a finite mutual inductance
and using a second qubit as a latching sensor, in much the
same manner as a QFP. Consider two flux qubits coupled via
a mutual inductance Meff. The system Hamiltonian can then
be modeled as
H = − 
iq,d
1
2

iz
i + ix
i + Jz
qz
d, 18
where J	MeffIq
pId
p. Let qubit q be the flux source and qubit
d serve the role of the detector whose tunnel barrier is adia-
batically raised during the course of a measurement, just as
in a QFP single shot measurement depicted in Fig. 5. In the
limit d→0, one can write analytic expressions for the dis-
persion of the four lowest energies of Hamiltonian 18
E1 = 
1
2

q − 2J2 + q2 −
1
2

d,
E2 = 
1
2

q + 2J2 + q2 +
1
2

d. 19
As with the QFP, let the flux bias of the detector qubit be
engaged in a feedback loop to track its degeneracy point
where Pd,↓=1 /2. Assuming Boltzmann statistics for the ther-
mal occupation of the four levels given by Eq. 19, this
condition is met when
Pd,↓ =
1
2
=
e−E2−/kBT + e−E2+/kBT

1,2
e−E/kBT
. 20
Setting Pd,↓=1 /2 in Eq. 20 and solving for 
d then yields
an analytic formula for the balancing condition

d =
F+  − F− 
2
+ kBT ln1 + e−F+/kBT1 + e−F−/kBT ,
F   	 
q  2J2 + q2. 21
While Eq. 21 may look unfamiliar, it readily reduces to
an intuitive result in the limit of small coupling Jq and
T→0,

d  MeffIq
p

q

q2 + q2
= MeffgÎq
pg , 22
where g denotes the ground state of the source qubit and
Îq
p	Iq
pz
q is the source qubit persistent current operator.
Thus, Eq. 21 is an expression for the expectation value of
the source qubit’s ground-state persistent current in the pres-
ence of backaction from the detector and finite temperature.
Setting 
i=2Ii
pi
x−i
0 and rearranging then gives an ex-
pression for the flux bias of the detector qubit as a function
of flux bias applied to the source qubit. Given independent
calibrations of Meff=1.560.01 pH for a particular coupler
set to co
x =0 on this chip, T53 mK from LOMRT fits, and
Id
p=1.250.02 A at the CCJJ bias where the LOMRT
rate approaches the bandwidth of our bias lines, one can then
envision tracing out d
x versus q
x and fitting to Eq. 21 to
extract the source qubit parameters Iq
p and q.
An example d
x versus q
x data set for source CCJJ flux
bias ccjj
x =−0.6513 0 is shown in Fig. 13. The solid curve
in this plot corresponds to a fit to Eq. 21 with a small
background slope that we denote as . We have confirmed
from the ideal CCJJ rf-SQUID model that  is due to the
diamagnetic response of the source rf SQUID to changing
q
x. This feature becomes more pronounced with increasing
Cq and is peaked at the value of ccjj
x for which the source
qubit potential becomes monostable, eff=1. Nonetheless,
the model also indicates that  in no way modifies the dy-
namics of the rf SQUID, thus the qubit model still applies.
From fitting these particular data, we obtained Iq
p
=0.720.04 A and q /h=2.640.24 GHz.
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In practice, we have found it inefficient to take detailed
traces of d
x versus q
x as this procedure is susceptible to
corruption by LF flux noise in the detector qubit. As an al-
ternative approach, we have adapted the LF flux noise reject-
ing procedures presented in Sec. VI to measure a series of
three differential flux levels in the detector qubit. The wave
forms needed to accomplish this task are depicted in Fig. 14.
Here, the dc SQUID and QFP connected to the detector qubit
are used in latching readout mode while the detector qubit is
annealed in the presence of a differential flux bias mm
which is controlled via feedback. Meanwhile, the source qu-
bit’s CCJJ bias is pulsed to an intermediate level −0
ccjj
x −0 /2 in the presence of an initialization flux bias
q
i . By choosing two appropriate pairs of levels q
i , as
indicated by the solid points 1 and 2 in Fig. 13, one can
extract Iq
p and  from the two differential flux measure-
ments. In order to extract q, we then choose a pair of q
i
in the center of the trace, as indicated by the solid points 3,
from which we obtain the central slope dd
x /dq
x. Taking the
first derivative of Eq. 21 and evaluating at q
x =0 yields
dd
x
dq
x −  =
2MeffIq
p2
2J2 + q2
tanh2J2 + q2
2kBT
 . 23
Given independent estimates of all other parameters, one can
then extract q from this final differential flux measurement.
A summary of experimental values of the qubit param-
eters Iq
p and q versus ccjj
x is shown in Fig. 15. Here, we
have taken q from LOMRT and Landau-Zener experiments
in the incoherent regime and from the LF flux noise rejecting
persistent current procedure discussed above in the coherent
regime. The large gap between the three sets of measure-
ments is due to two reasons. First, the relatively low band-
width of our bias lines does not allow us to perform MRT or
Landau-Zener measurements at higher q where the dynam-
ics are faster. Second, while the coherent regime method
worked for qkBT, it proved difficult to reliably extract q
in the opposite limit. As such, we cannot make any precise
statements regarding the value of ccjj
x which serves as the
delineation between the coherent and incoherent regimes
based on the data shown in Fig. 15b. Regulating the device
at lower temperature would assist in extending the utility of
the coherent regime method to lower q. On the other hand,
given that Eq. 16 predicts that q
2, one would have to
augment the experimental bandwidth by at least 2 orders of
magnitude to gain one order of magnitude in q via either
MRT or LZ experiments.
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FIG. 14. Color online Depiction of large q measurement
wave forms. The wave form sequence is similar to that of Fig. 6,
albeit the source qubit’s tunnel barrier is partially suppressed
−0 /2ccjj
x −0 and a second qubit as opposed to a QFP
serves as the flux detector.
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FIG. 15. Color online a Magnitude of the persistent current
Iq
p as a function of ccjj
x . b Tunneling energy q between two
lowest-lying states of the CCJJ rf SQUID as a function of ccjj
x as
characterized by MRT and LZ in the incoherent regime and coupled
ground-state persistent current gÎq
pg in the coherent regime.
Solid curves are the predictions of the ideal CCJJ rf-SQUID model
using independently calibrated Lq, Lccjj, Iq
c, and Cq with no free
parameters.
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The solid curves in Fig. 15 were generated with the ideal
CCJJ rf-SQUID model using the independently calibrated
Lq=265.4 pH, Lccjj=26 pH, Iq
c =3.103 A, and Cq
=190 fF. Note that there are no free parameters. It can be
seen that the agreement between theory and experiment is
quite reasonable. Thus we reach the second key conclusion
of this paper: the CCJJ rf SQUID can be identified as a flux
qubit as the measured Iq
p and q agree with the predictions
of a quantum-mechanical Hamiltonian whose parameters
were independently calibrated.
VI. NOISE
With the identification of the CCJJ rf SQUID as a flux
qubit firmly established, we now turn to assessing the rela-
tive quality of this device in comparison to other flux qubits
reported upon in the literature. In this section, we present
measurements of the low-frequency flux and critical current
spectral noise densities, Sf and SIf, respectively. Finally,
we provide explicit links between Sf and the free-
induction Ramsey decay time T2
 that would be relevant if
this flux qubit is to be used as an element in a gate model
quantum information processor.
A. Flux noise
Low-frequency 1 / f flux noise is ubiquitous in supercon-
ducting devices and is considered a serious impediment to
the development of large-scale solid-state quantum informa-
tion processors.48 We have performed systematic studies of
this property using a large number of flux qubits of varying
geometry54 and, more recently, as a function of materials and
fabrication parameters. These latter studies have aided in the
reduction of the amplitude of 1 / f flux noise in our devices
and will be the subject of a forthcoming publication. Using
the methods described in Ref. 54, we have generated the
one-sided flux noise spectral density Sf shown in Fig. 16.
These data have been fit to the generic form
Sf =
A2
f
+ wn, 24
with best fit parameters =0.950.05, wn
=9.70.5 0 /Hz, and amplitude A such thatS1 Hz=1.3−0.5+0.7 0 /Hz. Thus we reach the third key
conclusion of this paper: we have demonstrated that it is
possible to achieve 1 / f flux noise levels with Nb wiring that
are as low as the best rf-SQUID qubits possessing Al wiring
that have been reported upon in the literature.30,31,48 More-
over, we have measured similar spectra from a large number
of identical flux qubits, both on the same and different chips,
and can state with confidence that the 1 / f amplitude reported
herein is reproducible. Given the experimentally observed
geometric scaling of S1 Hz in Ref. 54 and the relatively
large size of the flux qubit bodies reported upon herein, we
consider the prospects of observing even lower 1 / f noise in
smaller flux qubits from our Nb fabrication process to be
very promising.
The observation cited above has important consequences
for the future development of large-scale superconducting
quantum information processors based on rf-SQUID flux qu-
bits. Note that as of the time of writing, that there has been a
near unanimous abandonment of Nb in favor of Al in the
superconducting qubit community as it has been hypoth-
esized that oxides on the surface of Nb wiring could possess
magnetic moments,55 which, in turn, could play a critical role
in dephasing.56,57 These data indicate that choosing Al over
Nb for the wiring may not be so critical in the quest to
minimize 1 / f flux noise levels. Thus, the optimal choice be-
tween Nb and Al for building scalable quantum information
processors does not appear to be driven by a difference in
achievable 1 / f flux noise levels. On the other hand, Nb has
historically been the material of choice for SFQ circuitry41
and is the staple of most large-scale superconducting foundry
efforts. Besides the qubits themselves, SFQ circuitry may
prove to be an integral part of the development of practical
large-scale superconducting quantum information proces-
sors. We have described one such architecture herein that
makes use of SFQ-derived programmable on-chip memory
so as to bias a plurality of devices with only a modest num-
ber of external control lines. Taking the above statements
into consideration, it is argued that Nb should be the metal of
choice in the development of scalable superconducting quan-
tum information processors that use flux qubits.
B. Critical current noise
A second noise metric of note is the critical current noise
spectral density SIf. This quantity has been studied exten-
sively and a detailed comparison of experimental results is
presented in Ref. 58. A recent study of the temperature and
geometric dependence of critical current noise has been pub-
lished in Ref. 59. Based on Eq. 18 of Ref. 58, we estimate
that the 1 / f critical current noise from a single 0.6 m di-
ameter junction, as found in the CCJJ rf-SQUID flux qubit,
will have an amplitude such that SI1 Hz0.2 pA /Hz.
Unfortunately, we were unable to directly measure critical
current noise in the flux qubit. While the QFP-enabled read-
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FIG. 16. Color online Low-frequency flux noise in the CCJJ
rf-SQUID flux qubit. Data points have been fit to Eq. 24 solid
curve.
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out provided high-fidelity qubit state discrimination when
qubits are fully annealed to ccjj
x =−0, this readout mecha-
nism simply lacked the sensitivity required for performing
high-resolution critical current noise measurements. In lieu
of a measurement of SIf from a qubit, we have character-
ized this quantity for the dc SQUID connected to the qubit in
question. The dc SQUID had two 0.6 m junctions con-
nected in parallel. A time trace of the calibrated switching
current Isw Ic was obtained by repeating the wave form
sequence depicted in Fig. 5b except with latch
x =−0 /2 at
all time QFP disabled, minimum persistent current and
ro
x =0 to provide minimum sensitivity to flux noise. Assum-
ing that the critical current noise from each junction is un-
correlated, the best that we could establish was an upper
bound of SI1 Hz7 pA /Hz for a single 0.6 m diam-
eter junction.
Given the upper bound cited above for critical current
noise from a single junction, we now turn to assessing the
relative impact of this quantity on the CCJJ rf-SQUID flux
qubit. It is shown in Appendix B that fluctuations in the
critical currents of the individual junctions of a CCJJ gener-
ate apparent flux noise in the flux qubit by modulating q
0.
Inserting critical current fluctuations of magnitude Ic
7 pA /Hz and a mean junction critical current Ic= Iqc /4
0.8 A into Eq. B10 yields qubit degeneracy point fluc-
tuations q
00.1 0 /Hz. This final result is at least 1
order of magnitude smaller than the amplitude of 1 / f flux
noise inferred from the data in Fig. 16. As such, we consider
the effects of critical current noise in the CCJJ rf SQUID to
be tolerable.
C. Estimation of T2

While measurements of noise spectral densities are the
most direct way of reporting on and comparing between dif-
ferent qubits, our research group is frequently asked what is
the dephasing time for our flux qubits. The answer presum-
ably depends very strongly on bias settings, for recall that we
have measured properties of the CCJJ rf-SQUID flux qubit in
both the coherent and incoherent regimes. Given that our
apparatuses contain only low-bandwidth bias lines for en-
abling AQO, we are unable to measure dephasing within our
own laboratory. Collaborative efforts to measure dephasing
for our flux qubits are in progress. In the meantime, we pro-
vide a rough estimate below for our flux qubits if they were
biased to the optimal point, q
x =q
0, based on the measured
Sf and subjected to a free-induction decay, or Ramsey
fringe, experiment. In Refs. 30 and 31, the authors inferred
1 / f flux noise amplitudes from measurements of T2
—in our
analysis, we perform a similar calculation in reverse in order
to infer T2
 from a measured 1 / f flux noise amplitude. Refer-
ring to Eq. 33a of Ref. 60 and key results from Ref. 61, the
mean-squared phase noise for a flux qubit at the optimal
point will be given by
n
2t =
1
2
2Iq
p4
2q
2 
fm
/h
dfS2f
sin2ft
f2
, 25
where S2	 represents the quadratic flux noise spectral
density and fm is the measurement cutoff frequency. Assum-
ing that the first-order spectral density S	=2A2 /	, then
S2	 can be written as
S2	 =
1
2
 dte−i	tn2tn20
= 82A4
ln	/	ir
	
, 26
where 	ir	2f ir denotes an infrared cutoff of the 1 / f noise
spectral density. Inserting Eq. 26 into Eq. 25 and render-
ing the integral dimensionless then yields
n
2t =
t2
2
2Iq
pA4
q
2 
fmint
t/h
dx
lnx/f irtsin2x
x3
, 27
where fmin=maxfm f ir. We have numerically studied the
behavior of the integral in Eq. 27. In the very long mea-
surement time limit, the integral is cut off by f ir and the
integral varies as 1 / t2, which then cancels the factor of t2 in
the numerator of Eq. 27. This means that the mean-squared
phase noise eventually reaches a finite limit. However, the
more experimentally relevant limit is fm f ir, for which we
found empirically that the integral varies roughly as
5lnfm / f ir2 over many orders of magnitude in the argu-
ment of the logarithm. In this latter limit, the result is inde-
pendent of t, so Eq. 27 can be rewritten as n
2t
= t2 / T2
2, which then yields the following formula for T2
:
T2
   1
2
2Iq
pA4
q
2 5 lnfm/f ir−1/2. 28
Since flux noise spectra seem to obey the 1 / f form down
to at least 0.1 mHz and researchers are generally concerned
with dephasing over times of order 1 s, then it is fair to
consider fm / f ir1010. For a nominal value of ccjj
x such that
the flux qubit is in the coherent regime, say −0.652 0, the
qubit parameters are q /h2 GHz and Iq
p0.7 A. Sub-
stituting these quantities into Eq. 27 then yields T2

150 ns. This estimate of the dephasing time is comparable
to that observed in considerably smaller flux qubits with
comparable 1 / f flux noise levels.30,31
VII. CONCLUSIONS
One can draw three key conclusions from the work pre-
sented herein. First, the CCJJ rf SQUID is a robust and scal-
able device in that it allows for in situ correction for para-
metric variations in Josephson-junction critical currents and
device inductance, both within and between flux qubits using
only static flux biases. Second, the measured flux qubit prop-
erties, namely, the persistent current Iq
p and tunneling energy
q, agree with the predictions of a quantum-mechanical
Hamiltonian whose parameters have been independently
calibrated, thus justifying the identification of this device as
a flux qubit. Third, it has been experimentally demonstrated
that the low-frequency flux noise in this all-Nb wiring flux
qubit is comparable to the best all-Al wiring devices reported
upon in the literature. Taken in summation, these three con-
clusions represent a significant step forward in the develop-
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ment of useful large-scale superconducting quantum infor-
mation processors.
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APPENDIX A: CJJ RF SQUID
Let the qubit and CJJ loop phases be defined as
q 	 1 + 2/2, A1a
cjj 	 1 − 2, A1b
respectively. Furthermore, assume that the CJJ loop has an
inductance Lcjj that is divided symmetrically between the two
paths. Using trigonometric relations, one can write a Hamil-
tonian for this system in terms of modes in the q and CJJ
loops that has the following form:
H = 
n
 Qn2
2Cn
+ Un
n − n
x2
2
 − Uq+ coscjj2 cosq
+ Uq− sincjj2 sinq , A2a
 =
2LqI1  I2
0
, A2b
where the sum is over n q , cjj, Cq	C1+C2, 1 /Ccjj
	1 /C1+1 /C2, Un	0 /22 /Ln, Lq	Lbody+Lcjj /4, and
0n /2 ,Qn= i. The Josephson potential energy of
Hamiltonian A2a can be rearranged by defining an angle 
such that tan = − /+tancjj /2. Further trigonometric
manipulation then yields Eqs. 4a–4d.
APPENDIX B: CCJJ RF SQUID
Following the same logic as for the CJJ rf SQUID, one
can define four orthogonal quantum-mechanical degrees of
freedom as follows:
L 	 1 − 2, B1a
R 	 3 − 4, B1b
ccjj 	  − r =
1 + 2
2
−
3 + 4
2
, B1c
q 	
 + r
2
=
1 + 2 + 3 + 4
4
. B1d
Using the same strategy as in Appendix A, one can use trigo-
nometric identities to first express the Josephson potential in
terms of the L and R loop modes
H = 
n
Qn
2
2Cn
+ 
m
Um
m − m
x 2
2
− UqL+ cosL2 cos
+ UqL− sinL2 sin − UqR+ cosR2 cosr
+ UqR− sinR2 sinr , B2a
LR, 	
2LqI13  I24
0
, B2b
where the first sum is over n L ,R , ,r and the second
sum is over closed inductive loops m L ,R , ccjj ,q. As be-
fore, each of the modes obeys the commutation relation
0n /2 ,Qn= i. Here, 1 /CLR=1 /C13+1 /C24, Cr
=C13+C24, and Um= 0 /22 /Lm.
We have found it adequate for our work to assume that
LL,R /Lq1, which then allows one to reduce the four-
dimensional system given in Hamiltonian B2a to two di-
mensions. Consequently, we will substitute LR=LR
x and
ignore the L and R kinetic terms henceforth. Assuming that
the inductance of the CCJJ loop is divided equally between
the two branches one can then write Lq=Lbody+Lccjj /4. With
these approximations and the  strategy presented in Appen-
dix A, one can rearrange the Josephson potential terms to
yield the following:
H = 
n
Qn
2
2Cn
+ 
m
Um
m − m
x 2
2
− UqL cos − L
0
− UqR cosr − R
0 , B3a
LR = LR,+ cosLRx2 1 + LR,−LR,+ tanLR
x
2
2,
B3b
LR
0 = − arctanLR,−
LR,+
tanLR
x /2 , B3c
where the first sum is over n  ,r and the second sum is
over m ccjj ,q. The Josephson potential is given by a sum
of two cosines, as encountered in the CJJ rf-SQUID deriva-
tion of Hamiltonian A2a from Hamiltonian 1. These two
terms can be rewritten in the same manner by defining 
=LR. The result, similar to Hamiltonian A2a, can then
be subjected to the  strategy to yield
H = 
n
 Qn2
2Cn
+ Un
n − n
x2
2
 − Uqeff cosq − q0 ,
B4a
where the sum is over n q , ccjj and the capacitances are
defined as Cq=C1+C2+C3+C4 and 1 /Cccjj=1 / C1+C2
+1 / C3+C4. The other parameters are defined as
eff = + cos21 + −+ tan2
2
, B4b
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q
0 =
L
0 + R
0
2
+ 0, B4c
 	 ccjj − L
0 − R
0 , B4d
0 	 − arctan−
+
tan/2 , B4e
 	 L  R. B4f
Hamiltonian B4a inherits much of its complexity from
junction asymmetry both within the minor loops, which
gives rise to LR
0 , and effective junction asymmetry between
the minor loops, which gives rise to 0. For arbitrary external
flux biases and nominal spread in junction critical current,
the CCJJ rf SQUID offers no obvious advantage over the CJJ
rf SQUID. However, upon choosing biases L
x and R
x such
that
L = R, B5
then −=0, and consequently 0=0. With these substitutions,
Hamiltonian B4a yields Hamiltonian 5a. Note that for
LR,− /LR,+1 and modest LR
x that the so-called CCJJ
balancing condition given by Eqs. B3b and B5 can be
written approximately as
L,+ cosLx2   R,+ cosR
x
2
 ,
which, upon solving for L
x , yields
L
x =
0

arccosR,+
L,+
cosRx
0
 . B6
It is possible for critical current noise to couple into the
q degree of freedom in any compound junction rf-SQUID
qubit via modulation of the junction asymmetry-dependent
apparent qubit flux offset q
0. In the case of the CCJJ rf
SQUID, all three quantities on the right side of Eq. B4c are
ultimately related to the critical currents of the individual
junctions. Given typical junction parameter spreads from our
fabrication facility
LR,−
LR,+
 =  I13 − I24
I13 + I24
  O0.01 ,
one can write an approximate expression for LR
0 using Eq.
B3c
LR
0  −
I13 − I24
I13 + I24
tanLRx
2
  − I13 − I24
2Ic
tanLRx
2

B7
and for 0 using Eqs. B3b, B4d, and B4e
0 
I3 + I4cosR
x
2  − I1 + I2cosL
x
2 
I1 + I2cosL
x
2  + I3 + I4cosR
x
2 
tan
2


I3 + I4cosR
x
2  − I1 + I2cosL
x
2 
2IccosL
x
2  + cosR
x
2 
tan
2
 , B8
where Ic represents the mean critical current of a single junc-
tion. The CCJJ rf SQUID is intended to be operated with
only small flux biases in the minor loops, thus cos
L
x
2 
cos
R
x
2 1. It is also reasonable to assume that ccjj
x as
the corrections to tan /2 from LR
0 and from the effective
two dimensionality of the rf-SQUID potential will be very
small. Inserting Eqs. B7 and B8 into Eq. B4c then
yields
q
0  −
I1
2Ic
tanLx
2
 + 1
2
tanccjjx
2
 − I2
2Ic
− tanLx
2

+
1
2
tanccjjx
2
 − I3
2Ic
tanRx
2
 − 1
2
tanccjjx
2

−
I4
2Ic
− tanRx
2
 − 1
2
tanccjjx
2
 . B9
For the typical operating parameters described in this pa-
per, LR
x /00.1 and the device acts as a qubit for
ccjj
x /00.65. For these flux biases, the magnitudes of the
terms within the square braces in Eq. B9 are all of order 1.
Therefore, for general flux bias conditions, the apparent qu-
bit flux offset is roughly given by
q
0  −
0
4
I1 + I2 − I3 + I4
Ic
.
Assume that each junction experiences critical current fluc-
tuations of magnitude Ic. If each junction’s fluctuations are
independent, then the root-mean-square variation of the qubit
degeneracy point q
0 will be
q
0 
0
2
Ic
Ic
. B10
Thus, critical current fluctuations generate apparent flux
noise in the CCJJ rf-SQUID flux qubit.
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